MOTORES DE COMBUSTAO INTERNA (2012/1)

- DRE| P1 | P2 | MP | PF MF

107388573| 10.0| 6.5 | 8.3

107348028 3.5 | 4.0 | 3.8

108043809 1.0 | 3.5 | 2.3

108040738 7.0 | 4.0 | 5.5

107431033 9.0 | 9.0 | 9.0

108041417 3.0 | 3.0 | 3.0

109110837 3.0 | 4.5 | 3.8

108040241 6.5 | 7.5 ] 7.0

107320915 9.5 | 9.0 | 9.3

107348206 7.0 | 9.0 | 8.0

107430980 5.5 | 4.0 | 4.8

109046834| 5.0 | 45 | 4.8

109046795| 2.0 | 6.5 | 4.3

105045014 5.5 | 85| 7.0

107348361 5.0 | 6.0 | 5.5

107387585( 3.0 | 10.0| 7.0

108040445 0.0 | 0.0 | 0.0

108040186( 6.5 [ 9.5 | 8.0

108040673| 10.0| 9.5 | 9.8

109046711| 55| 85| 7.0

108038210 5.5 | 6.0 | 5.8

107348214 7.0 | 40 | 5.5

109110861 4.0 | 2.5 | 3.3

105093651 7.0 | 5.0 | 6.0

110075600 2.5 | 0.0 | 1.3

104052068 2.0 | 5.0 | 3.5

107348141 9.0 | 7.0 | 8.0

107347959 4.0 | 6.5 | 5.3

107348167 9.0 | 8.5 | 8.8

108040217 9.5 | 9.5 | 9.5

107348581| 9.0 | 8.0 | 8.5

104042649| 0.0 | 0.0 | 0.0

105033716| 4.5 | 3.0 | 3.8

108040657 9.5 | 7.5 | 8.5

107348426 45 | 45 | 4.5

107347802 7.0 | 6.5 | 7.0

107348280 9.5 | 7.5 | 8.5

105085098 7.5 | 6.0 | 7.0

107342072( 10.0| 7.0 | 8.5

105064204 7.5 | 6.5 | 7.0

107348175 2.0 | 55 | 3.8

107388638 8.5 | 8.0 | 8.3

107347836| 9.0 | 6.0 | 7.5

107431017| 1.0 | 0.0 | 0.5

107344341 2.5 | 9.0 | 5.8

107348507 45| 6.0 | 5.3

mepia| 5.7 | 5.9 | 5.8 |##i#| #DIV/0!

DESVIO PADRAO| 3.0 | 2.7 | 2.6 |#####| #DIV/O!




